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DESIGN AND CONSTRUCTION STANDARDS 

AND

SPECIFICATIONS

SECTION 1 

GENERAL CONSIDERATIONS 

1-0  STANDARDS

These City of Snohomish Design and Construction Standards and Specifications, hereinafter referred to as 
the "Standards", shall apply whenever any public or private work is performed within the street rights-of-
way of the City of Snohomish including work performed by private parties at their own expense under 
authority granted by ordinance of the City Council or permit process.  Except where these Standards 
provide otherwise, design, construction and materials shall conform to the appropriate standards of the 
current edition of the following publications produced separately by the Washington State Department of 
Transportation (WSDOT) or jointly by WSDOT and the Washington State Chapter of the American Public 
Workers Association (APWA). 

 A. WSDOT/APWA Standard Specifications for Road, Bridge and Municipal Construction, hereinafter 
referred to as the "WSDOT/APWA Standard Specifications". 

B. WSDOT/APWA Standard Plans for Road, Bridge and Municipal Construction, hereinafter referred to 
as "WSDOT/APWA Standard Plans". 

C. WSDOT Design Manual 

D. WSDOT Construction Manual 

1-1  SCOPE 

These public works design and construction standards are intended to apply to all public improvements in 
City rights-of-ways and City easements and private improvements that impact the public system (see section 
5.2 for City position on easements).  Examples of this latter group include parking lots, on-site storm water 
control facilities and side sewers and water services from the meter to the user.  Not included are such 
things as sidewalks and building projects not in the ROW (they may however still be controlled by the 
Uniform Building Code). 

The content of each chapter is generally organized in an alphabetical manner except where it was helpful to 
group similar topics. 

Prior to the awarding of any construction contract, the City Engineer may request a copy of the project bid 
documents for the purpose of determining if the bid specifications and project scope meet City Standards.  
The contract must contain a bid proposal form and special conditions section giving any information not 
found in the City Standards.  Prior to any construction, the City Engineer may request a copy of the 
executed construction contract.
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1-2  REFERENCES

These Standards are intended to be consistent with the most currently adopted provisions of the following: 

 A. Snohomish Municipal Code (SMC) 
 B. City of Snohomish Land Use Code (Title 14) 
 C. State of Washington Shoreline Management Act 
 D. State and National Environmental Policy Acts 
 E. City Design Standards-Washington State 
 F. International Building Code 
 G. International Electrical Code 
 H. Uniform Plumbing Code 
 I. International Mechanical Code 
 J. International Fire Code 
 K. WSDOT Design Manual 
 L. WSDOT Traffic Manual 
 M. WSDOT Utilities Manual 
 N. WSDOT Construction Manual 
 O. AWWA Standards 
 P. Manual on Uniform Traffic Control Devices (MUTCD) 
 Q. Washington State DOE Storm Water Management Manual (1992 version) 
 R. Washington State DOE Criteria for Sewage Design  
 S. Washington State Department of Health, Group A water systems 

1-2.1  PRELIMINARY ENGINEERING REPORT 

On large or complex projects, a preliminary engineering report and plan may be required by the City 
Engineer prior to preparation of final construction drawings.  Generally a preliminary engineering report 
will be required when the proposed development is submitted to the City as a part of the requirement for pre 
application review (PAR) and demands a level of service higher than the current City infrastructure can 
provide.  The report must identify and explain all potential complications with the proposed project and 
possible alternatives.  Approval of these preliminary submittals shall constitute only a conceptual approval 
and shall not be construed as approval of specific design details. 

1-2.2  QUALIFICATIONS OF PREPARERS OF ENGINEERING REPORTS, PLANS AND 

SPECIFICATIONS

Unless specified otherwise, all engineering plans and specifications prepared for the City or prepared for 
City approval shall be prepared by or under the direct supervision of a Professional Engineer registered and 
licensed to practice engineering in the State of Washington.  All plans, specifications, and calculations must 
indicate this by being signed by the licensed engineer along with his or her registration number, seal, and 
expiration date. 
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1-3  AS-BUILT DRAWINGS

Prior to the acceptance of the work, the developer/contractor shall furnish the City Engineer one neatly and 
legibly marked set of reproducible, mylar drawings of significant permanent items showing any and all 
changes in the final locations of all items of work including, but not limited to finish elevations of building 
areas, curb and gutter, storm drain lines, water lines, sewer lines, catch basins, manholes, fire hydrants, 
valves, new and existing utilities and all other miscellaneous items included in the work.  Marking of the 
drawings shall represent all changes, vertical and horizontal, and be done at the time the material and 
equipment is installed and inspected.  These drawings shall be “wet stamped” and generated by the Project 
Engineer.

The City would require a computer file of the as-builts submitted in conjunction with the mylar.  The 
computer file should be capable of being imported to AutoCAD™.  Please refer to Section 1-10.1 of these 
Standards for information on plan format. 

As-built drawings shall be required whether for private or public construction in accordance with the 
following:

Private Development

 A. Plats - Final plat approval shall be withheld until after the as-builts have been submitted and 
approved.

 B. Commercial - Final approval and installation of water meters will be withheld until the as-builts 
have been submitted and approved. 

Public Construction

As-built drawings shall be considered an item on the contractor's punch list.  Until all items on the punch 
list are completed, the project will not be sent to the City Council for approval.  Final acceptance will be 
withheld until the as-built drawings are submitted and approved. 

1-4  CITY PERFORMED WORK

When work is to be performed by the City for the developer, the city will provide all the material required 
for the said work.  The cost for the material and the work performed shall be at the developer's expense.  
Any requests for City work should be scheduled at least one week in advance. 

1-5  CONTROL OF NOISE

The city has established regulations for control of noise.  For the purpose of regulating potentially disruptive 
or annoying noise, City of Snohomish Municipal Code Section 8.16.010 shall apply. 

Under the City's Noise Ordinance, construction related noise has limitations during the hours before 7 a.m. 
and after 10 p.m. on weekdays and before 9 a.m. and after 10 p.m. on weekends and state recognized 
holidays.  Due to citizen concerns about construction noise in neighborhoods, and given the city's intent to 
limit the occurrence of public disturbance noise, construction sites will be monitored and violators are 
subject to fines. 
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Construction contractors are responsible for notifying subcontractors of the City's noise regulations. 

1-6  GUARANTEES

Performance and warranty guarantees will be required for all public works improvements, unless waived by 
the City Engineer.  Work to be performed by any state agency or unit of local government shall be exempt 
from providing guarantees based on Chapter 35A.21.250 R.C.W. 

Acceptable methods of guarantees will be as follows: 

 A. Bond 
 B. Assignment of Funds (Performance) 
 C. Set-aside Letter (Warranty) 
 D. Cash Deposit 

Standard documents as approved by the city for the above items are available from the Public Works 
Department. 

1-6.1 PERFORMANCE

Performance guarantees will be required for all improvements located in the public rights-of-way and as 
required by City ordinance as detailed on the approved plans and as noted in the following summary: 

Street/Alley Drainage (private) Utilities (public)

Estimated cost plus 50%; For properties one acre Estimated cost plus 50%; 
construct improvements or more with drainage construct improvements prior 
prior to building permit abatement facilities, to occupancy; for a plat 
issuance; for a plat estimated cost plus 50%. construct prior to final plat 
construct all improvements  approval.
prior to final plat approval. 

The initial guarantee and subsequent extensions as approved will be limited to one year increments.  If time 
extensions are approved, the guarantee amount shall be revised to reflect inflation and/or other cost impacts. 

The developer shall provide an estimate, prepared by a licensed engineer, of the improvements based on the 
approved plans.  The estimate shall be itemized by description, quantities, and costs.  The submitted data 
will be reviewed by public works for adequacy of quantities and comprehensiveness of estimates.  The 
estimate shall be reviewed to reflect the City's cost to complete the improvements. 

1-6.2 WARRANTY

Warranty guarantees shall be required at the time of final acceptance of the public improvements and/or 
improvements required by City ordinance.  The guarantee amount will be 10% of the documented final cost 
of the improvements.  The warranty guarantee is required prior to release of the performance guarantee.  
Methods of posting warranty guarantee shall be the same as for performance guarantee and shall be for the 
lengths of time as listed below: 
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Street/Alley Drainage (private) Utilities (public)
   
 Two Year  Two Years    Two Year 
     (will be extended for 
     one year if City elects to assume maintenance) 

1-7  PERMITS

A Right-of-Way Disturbance permit is required for all work within the public right-of-way and City utility 
easements, and for all sewer, water, and drainage improvements, including fill and excavation, parking lot 
construction, and/or paving on private property. 

The approved applicant’s copy of the public works permit, together with a set of plans approved by the City 
Engineer shall be available on the job site whenever work is being done on any portion of the project. 

Any questions regarding information about permits and the approved prices should be directed to the 
Permitting Coordinator’s Office at City Hall at 116 Union Avenue in Snohomish, WA 98290. 

1-8  LEGAL RELATIONS AND RESPONSIBILITIES

The contractor, at all times, shall comply with all Federal and State laws, local laws and ordinances, and any 
regulations which in any manner affect the project. 

The contractor shall release, indemnify and promise to defend and save harmless the City, its officers, 
employees, and agents from and against any and all liability, loss, damage, expense, actions and claims, 
including costs and reasonable attorneys fees incurred by the City in defense thereof, asserting or arising 
directly or indirectly on account of any violation of laws, ordinances, or regulations whether such violations 
are by the contractor, his subcontractors, his employees, or his agents. A Contractor’s Bill of Sale (release 
of interest) shall be signed, notarized, and submitted to the City prior to the acceptance of all utilities and 
infrastructure to be dedicated to the City of Snohomish. 

1-9 MODIFICATIONS OF STANDARDS

Modifications from these Standards may be granted by the City Engineer upon evidence that such 
modifications are in the public interest, that they are based upon sound engineering judgment, and that 
requirements for safety, function, appearance, and maintainability are fully met.  Desired modifications 
must be applied for by Deviations from Standards form submittal and approved prior to construction. 

1-10  PLAN REVIEW AND REQUIREMENTS

The Public Works Department has established basic standards for improvement plans so plan checking can 
be processed efficiently.  See each section for specific requirements over and above the following standards.  
Plans must meet these standards before they will be accepted.  Requirements for plans will be divided into 
two general categories. 
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 A. Minor Projects:  Work not requiring public right-of-way improvements and dedication.  For 
example, small site projects such as a new house or duplex, garage addition, house addition, 
sidewalk, driveway, side sewer, or remodel. 

 B. Major Projects:  Work involving street improvements, drainage, water, and sewer improvements.  
Plans for major projects must be drawn and stamped by a registered civil engineer licensed in the 
State of Washington. 

1-10.1  FORMAT AND REQUIRED DATA

 A. All public works plans for street improvements and utility systems shall be prepared in a Mylar 
plan/profile format either with sheets printed in half plan and half profile, or with separate sheets for 
plan view and profile views.  Four (4) sets of copies shall be submitted for City staff review. 

 B. In addition to “hard copy” plan and profile sheets, it is required that all plans for major projects 
should be submitted in an AutoCAD™ compatible computer file format.  Major projects are as 
defined in Section 1-10 B above or as otherwise identified by the City Engineer.

 C. Plans and profiles shall be prepared by the Project Engineer with all utilities, both new and existing, 
shown on all sets of plans.  For example, on the sanitary sewer sets, the water and storm drains shall 
be shown with the sanitary sewer portions including service lines being heavily highlighted.  Invert 
elevations and rim elevations are required for all manholes.  Benchmark elevations must be 
described and identified on the plan.  Slope of sewers, storm lines, size and type of service lines, and 
inlets must be shown.  Typical sections of open channels and ponding areas must be shown.  Other 
utilities such as power, gas, cable, and telephone are also to be shown in profile views where 
crossings occur. 

 D. Whenever possible, in the “Construction Notes” on the drawings, use notes specifying City standard 
sections and drawing plate numbers for common items such as catch basins, restrictors, fire hydrant 
assemblies, etc.  See drawing plate 102. 

 E. Show the existing channelization of all streets that front the proposed development.  Show all curb 
cuts on both the adjacent properties and the properties across the streets that front on the proposed 
development. 

 F. Show complete data for curb radii, utility locations (new and existing), curb elevations, street 
stationing, street widths, existing adjacent improvements, elevations of existing street improvements, 
and utilities, etc. 

 G. Where required, all elevations and grades on public works plans shall be tied to the N.G.V.D 1929 
Vertical Datum per City GIS and as set forth in the “Requirements For Vertical Datum On Land 
Development Projects Within Snohomish County “ Policy 8310 Snohomish County Planning and 
Development Services, a copy of which is available at City Hall, 116 Union Avenue, Snohomish, 
WA 98290.  Topography shall be shown using two foot contours. Ties to range, property or section 
lines including block and lot numbers shall be shown. 

 H. A summary of quantities for all work within the public right-of-way or in easements granted to the 
City shall be listed on the title sheet or on the first sheet of all plans or sets of plans.  The following 
list can be used as a guideline for the items to be listed, but is to be supplemented as necessary for a 
particular project: 

 1. Asphalt Concrete Pavement (Roadway) S.Y.
 2. Cement Concrete Pavement (Roadway) S.Y.
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 3. Asphalt Concrete Pavement (Alley) S.Y.
 4. Cement Concrete Pavement (Alley) S.Y.
 5. Cement Concrete Curb and Gutter-Type "A-1" L.F.
 6. Cement Concrete Sidewalk S.F.
 7. Cement Concrete Driveway Approaches S.F.
 8. Ductile Iron Water Main (Size) L.F.
 9. Gate Valves (Size) EA.
 10. Butterfly Valves (Size) EA.
 11. Concrete or PVC Sewer Main (Size) L.F.
 12. Concrete or PVC Side Sewer (Size) L.F.
 13. Sewer Manholes (Type) EA.
 14. Concrete Storm Drain Pipe (Size) L.F.
 15. Catch Basins (Type) EA.
 16. Traffic Regulatory Signs (Type) EA.
 17. Street Name Signs EA.
 18. Fire Hydrant Assemblies EA.
 19. Water Main Blow-Offs EA.
 20. Borrow Backfill CY.

 I. A "Driveway Schedule" which lists all of the driveways, both residential and commercial, being 
constructed and shall include the following information pertaining to each driveway, in tabular form: 

 1. Location of driveway 
 2. Surface type 
 3. Width 
 4. Profile grade (may require separate sketch) 
 5. Length 

1-10.2  REQUIRED DRAWINGS

The following plans for public works improvements and utilities shall be prepared: 

 A. Erosion Control and Grading Plan 

 B. Street Improvements*

 C. Storm Drain or Drainage Plan (Drainage and Street Plans may be combined together) 
 D. Sanitary Sewer Plan 
 E. Water System Plan 
 F. Landscaping Plan 

* A separate cross section plan sheet is required for all street construction.  Distance between stations shall 
be determined by the City Engineer based on site topography.  Generally, cross sections shall be shown 
at 25 foot intervals for reconstruction and 50 foot intervals for new construction.  Cross sections shall 
show the entire right of way width, with existing grade and features as well as improvements shown.  For 
reconstruction and pavement widening, crown slopes shall be as directed by the City Engineer.  In no 
case shall crown slopes be less than one percent nor more than four percent.  The designed centerline 
shall be approved by the City Engineer.
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For most minor projects, all of the above required sheets may be condensed into one plan sheet.  If an 
extension or either a sewer main, water main, or storm drain main is required, a separate sheet will be 
required for that work. 

1-10.3  SCALE OF DRAWINGS

All plans are to be drawn utilizing an engineer's scale. 

The acceptable scale for public works improvement plans shall be 1"=40' for plan view (horizontal) and 
1"=5' for profile view (vertical).  A larger scale of 1”=20’ for the plan view may be used on smaller projects 
and street improvements within the right-of-way when greater clarity can be attained. 

1-10.4 SIZE OF DRAWINGS

 A. Minor Projects: Plans must be drawn or printed on paper that is relatively heavy, such as blueprint 
quality or standard drafting paper.  Plans drawn on tissue paper, poster board or cardboard will not 
be accepted.  The minimum acceptable size is to be 8-1/2"x11", with the maximum acceptable size 
being 24"x36". 

 B. Major Projects: Plans must be drawn on polyester drafting film.  Plans shall 24"x36" and shall be 
done in permanent ink. 

1-10.5.1 TYPICAL NOTES 

All construction drawing sets shall have a set of City of Snohomish standard construction notes as 
applicable to the project included on the appropriate sheets.  These notes are available from the Engineering 
Division in various formats.  See drawing plate 102 as an example of specifics.  

1-11  PROTECTION OF PROPERTY AND UTILITIES

1-11.1 PROPERTY

The contractor shall protect and preserve from damage, interference, and destruction all private and public 
property on or in the vicinity of the work.  If such property is damaged or destroyed or its use interfered 
with by the contractor or his agents, it shall be restored immediately to its former condition by the 
contractor at his expense and such interference terminated. 

1-11.2 UTILITIES

The contractor shall protect from damage private and public utilities, including telephone and telegraph 
lines, power lines, sewer and water lines, railroad tracks and appurtenances, highway lighting and signal 
systems, and similar facilities.  Before beginning any excavation, the contractor shall provide notice of 
commencement to all owners of underground facilities through the one number locator service, phone 
number 1-800-424-5555, if available; if not, he shall give notice to all individual utility owners.  Such 
notice shall be not less than two or more than ten business days before the scheduled date of excavation. 
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1-12 SITE MAINTENANCE

The developer and contractor shall schedule and control his work so as to prevent all hazards to public 
safety, health, and welfare. 

Streets shall be kept free of dirt and debris on a continuous basis. 

Pedestrian facilities shall be kept free of obstruction, and continuity shall be maintained at all times unless 
otherwise approved by the Public Works Department. 

On existing streets, two-way traffic shall be maintained at all times unless detour plans have been approved 
in advance by the City Traffic Engineer. 

Pedestrian and vehicular access to occupied buildings shall be maintained at all times except where 
approval from the building owner has been obtained. 

Stop Work Orders shall be posted where maintenance issues are neglected or ignored.  Such orders will be 
left in place until the site is brought up to above standards. 

1-13 TRAFFIC CONTROL

1-13.1  GENERAL  Standard drawings for this section should be attached to this section 

Traffic control for all projects shall comply with Chapter 6 of Manual on Uniform Traffic Control Devices 
(MUTCD).  The contractor shall be responsible to furnish and maintain all required labor and materials as 
needed to the satisfaction of the City Engineer. 

The contractor shall conduct his operations as to offer the least possible obstruction and inconvenience to 
the public, and he shall have under construction no greater length or amount of work than he can prosecute 
properly with regard to the rights of the public.  He shall not open up sections of the work and leave them 
unfinished, but he shall finish the work as he goes insofar as practicable. 

Unless otherwise approved in writing by the City Engineer, all public traffic shall be permitted to pass 
through the work with as little inconvenience and delay as possible.  The contractor shall keep existing 
roads and streets adjacent to or within the limits of the project open to and maintained in a good and safe 
condition for traffic at all times.  The contractor shall remove any deposits or debris and shall repair any 
damage resulting from his operations.  Construction shall be conducted so as to cause as little inconvenience 
as possible to abutting property owners.  Convenient access to driveways, houses, and buildings along the 
line of work shall be maintained. 
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1-13.2  DETOURS AND ROAD CLOSURES

Approval must be received from the City Traffic Engineer for all detours and road closures.  A formal 
traffic control plan complying with the MUTCD shall be submitted to public works for review and approval 
by the traffic engineer prior to any work proceeding. A 72-hour notice shall be given to all emergency 
services and transportation agencies prior to closure. 

1-13.3 FLAGGERS, BARRICADES, AND SIGNS

Flagger(s), barricades, and signs shall conform to the Standards established in the latest edition of the 
MUTCD. Standard Plan Numbers 103a through 103c show typical traffic control conditions. Standard Plan 
Number 104 shows typical traffic control devices. The contractor shall submit a traffic control plan prepared 
by a certified traffic Engineer showing the necessary construction signing, barricades, and flagger(s) 
required for the project to the public works for approval by the City Engineer 72 hours in advance of the 
time the signing and barricades will be required.  All equipment and materials required for traffic control 
shall be furnished, installed, and maintained by the contractor to the satisfaction of the City Engineer. 

1-13.4.1 CONSTRUCTION TRUCK ROUTES 

The applicant shall submit a proposed route for review and approval by the City Engineer for all heavy 
hauling associated with any proposed construction activity.  Routes shall consist of City of Snohomish 
arterials and adhere to City Truck Route SMC 12.12.170 to the greatest extent possible. 

1-14  CONTROL AND INSPECTION

1-14.1  GENERAL 

Work performed in construction or improvements within the City, whether by a private developer, a City 
contractor or City forces, shall be done in accordance with the approved plans and specifications and to the 
satisfaction of the City Engineer. 

No work may be started until such plans are approved.  Any revision to such plans shall be approved by the 
City Engineer prior to performance of the work. 

The City Engineer will have authority to enforce these Standards as well as other referenced or pertinent 
specifications and will appoint project engineers, assistants, and inspectors as necessary to inspect the work 
for compliance. 

1-14.2  MATERIALS SAMPLING & TESTING

1-14.2(1) DEVELOPMENTS

It shall be the responsibility of the developer to provide test reports certified by a professional engineer 
licensed in the State of Washington to verify compliance of materials used in the project (per WSDOT 
Standards).  Sampling and/or testing shall be at a frequency and magnitude determined by the City Engineer 
in accordance with the WSDOT Construction Manual.  Copies of all test reports shall be furnished to the 
City Engineer.  All costs incurred for testing or sampling, as required, shall be the responsibility of the 
developer.
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1-14.2(2) CITY FORCES & CITY CONTRACTORS

Construction work performed by City forces and City contractors shall be inspected by City inspectors.  
Sampling and testing shall be performed by City inspectors or by a professional laboratory. 

1-14.2(3) NOTIFICATION OF INSPECTION

The developer shall notify the city of inspection needs in a timely manner.  In general, a minimum of 24-
hours advance notice will be required.  Failure to notify in time may oblige the City to arrange appropriate 
sampling and testing after-the-fact, with certification by a qualified private testing laboratory.  Costs of such 
testing and certification shall be borne by the developer. 

1-15  ASBESTOS CONTROL

Asbestos containing material (ACM) may be encountered during a construction project in the form of 
asbestos cement pipe, pipe insulation, or as insulation in a structure that is being demolished.  It can be 
found in pipe for water and sewer mains, electrical conduits, drainage pipe, and vent pipes, etc.  Normal 
breakage and crushing of the material can cause an asbestos fiber release which presents a serious 
respiratory hazard.  It is imperative that asbestos fiber release be controlled.  Citations, by regulatory 
agencies, for an asbestos fiber release carry substantial fines. 

Only employees certified by the State of Washington as a Certified Asbestos Worker may work on ACM 
during construction, demolition, repair, maintenance, renovation, salvage, or disposal of ACM. 

The contractor shall have all asbestos removed from the site and property disposed of by a State licensed 
asbestos contractor in accordance with the practices specified by the State of Washington Department of 
Ecology, the Snohomish County Solid Waste Division, and all other pertinent State and Federal 
Regulations.  See WAC 296-62-077. 

1-16  LANDSCAPING 

The development of landscaping and erosion control is to conform to the basic concepts and principles set 
forth in the City of Snohomish Land Use Code.  Landscaping shall be required on all projects to provide 
visual orientation for traffic safety; to create physical delineation of parking areas and to furnish definition 
and scale of the entire complex by interval plantings and to insure the preservation of land values by 
creating an environmental quality which compliments the objectives of the respective land uses in any zone.  
A copy of the Land Use Code is available for review at the Permit Coordinator’s office in City Hall, 116 
Union Avenue in Snohomish, WA 98290. 
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